
HOW TO ORDER TUBULAR AXLE ASSEMBLIES

Our part numbers  for A xles  are as s ig ned  in accordance to  the  capacity , 
bo lt  pattern, type  of brakes  ( if any)  and  type  of s pindle  used. W hen 
ordering  axles , the fo llowing  information s hould be helpful to  you.

EX: 20545I-ST-EZ2,000 lb., 5 on 4 1/2 Idler Straight with E-Z Lube

20/545/I/ST/EZ

20: The firs t g roup of dig its  represent the capacity  (2 0 = 2 ,0 0 0  lb. 
capacity )

545: The next g roup represents  the number of s tuds  and the bolt pattern 
of the s tuds
(5 4 5 = 5  on 4  1 /2  , 6 5 5 = 6  on 5  1 /2  , 8 6 5 = 8  on 6  1 /2  , etc.)

I: This  tells  you which type of brakes  are used, if any.
( I= Idler, E= Electric, H= Hydraulic, HFB= Hydraulic F= Free-Backing , 
A = A ir)

ST: This  tells  you which type of s pindles  are used (S T=  s traig ht, 4 D= 4  
D rop)

EZ: A ny  other options  (  EZ= E-Z Lube S pindle, S PR= S pring s  Mounted)
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